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TNC-A1375

TNC-A1375

THE AS-IGATEWAY IS A COMPACT AS-IMASTER
SYSTEM WITH SMARTLINK DP, AS-l GATEWAY,
PROFIBUS DP, COMPLETE MASTER FUNCTIONS
WITHOUT DATA PROCESSING

Controller for controlling actuators and for monitoring the damper blade position
and duct smoke detectors

Controller with TROXNETCOM Basic User Software

Easy and safe commissioning without programming

Controller with master function for stand-alone operation

System monitoring

Automatic recognition of components and their status

Menu-driven user interface (controller display) for system configuration
Peripheral equipment can be tested without additional auxiliary equipment

Application

Application

AS-i gateway TNC-A1375 with 1 master for 31 AS-i slaves
Recognition of all slaves on a bus

Error diagnosis and signalling

LC display, 43 x 28 mm, also for operation

PROFIBUS DP interface

TECHNICAL INFORMATION
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https://www.trox.be/en/troxnetcom-as-i---controllers-and-repeaters/tnc-a1375-a0aab09a03177128

AS-i gateway TNC-A1375
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Description TNC-A1375
Supply voltage 26.5-31.6 VDC
Current consumption <200 mA
Power consumption <4 VA

Data interface

PROFIBUS-DP; max. 12 MBd; EN 50170

Diagnosis via PROFIBUS DP

Yes

Display

Graphic LC display 128 x 64 pixels, 43 x 28 mm

Max. acceptable rel. humidity

<95 %

Status LED 2 x red; 1 x green; 1 x yellow
Ambient temperature 0to 60 °C
Storage temperature —20-70 °C
Protection level IP 20
MTTF 5 years
AS-i profile M4

AS-i certificate

In preparation

Casing materials

Aluminium, galvanised sheet steel

Casing dimensions

124 x 97 x 86 mm

Fixing

On DIN mounting rail

Standard description (characteristics)

AS-i gateway TNC-A1375 is a compact gateway with PROFIBUS DP interface and without data processing.

Protection level: IP 20

Type: TNC-A1375

Supply voltage: 26.5-31.6 V DC (AS-i)

Electrical design: SmartLink DP with 1 AS-i master
Total current consumption from AS-i: < 200 mA
Casing materials: Aluminium, galvanised sheet steel
Ambient temperature: 0 — 60 C°

Status display: LEDs, 2 x red, 1 x green, 1 x yellow
Make: TROX GmbH or equivalent
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|I| Component

TNC-A1305
TNC-A1306
TNC-A1353
TNC-A1354
TNC-A1375
TNC-A2225
TNC-ZB0252
TNC-Z0119
TNC-A1146

Controller with PROFIBUS DP interface; 1 master
Controller with PROFIBUS DP interface; 2 masters
Controller with Modbus/TCP interface; 1 master
Controller with Modbus/TCP interface; 2 masters
Gateway with PROFIBUS DP interface; 1 master
Repeater

AS-i safety gateway
Passive bus termination
AS-i tuner (diagnosis module)
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